DIMENSION "B” (SPAN BETWEEN TWO SLIDES) SHOULD BE LESS THAN LENGTH OF THE SLIDE.

OVERHEAD TOP VIEW
(REQUIRED PARALLELISM)

CRITICAL TOLERANCE FOR MOUNTING
STATIONARY SECTIONS OF SLIDE.
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SIDE VIEW
(HORIZONTAL— LEVEL)

STATIONARY SECTION.
NOTES:

1. NO MOUNTING HARDWARE SUPPLIED.

2. TO PREVENT INTERNAL DAMAGE TO THE SLIDE, MAXIMUM
MOUNTING SCREW PENETRATION CANNOT EXCEED .42 INCH
INTO THE STATIONARY SECTION OR .31 INCH INTO THE
CHASSIS SECTION. TO INSURE THESE LIMITS ARE NOT

EXCEEDED, MEASURE LENGTH OF SCREW AND THICKNESS &
OF UNIT BEING MOUNTED TO SLIDE AND ADJUST WITH S
SPACERS (WASHERS) AS REQUIRED. - S &
-
3. SLIDE IS DESIGNED FOR COMPRESSION LOADING ONLY. S —~

4. SLIDE IS COATED WITH POXYI®BE —A MOLYBDENUM DISULFIDE/GRAPHITE
BASE DRY FILM LUBRICANT. WITH SLIDES MOUNTED PER ABOVE

SPECIFICATIONS, NO ADDITIONAL LUBRICANT IS REQUIRED. ~ADDITION
OF GREASE, ETC. VOIDS MANUFACTURER'S WARRANTY.

PRESS DOWN AND BEGIN MOVEMENT, &

TO RELEASE FROM LI (LOCKED—IN) OR g _

LO (LOCKED—OUT) POSITION. S )

THIS FEATURE IS FOR S
D—1054 ONLY

FRONT OF SLIDE.

IF UNABLE TO MOUNT FROM BOTTOM,
SEE MP (MOUNTING PLATE) OPTION.

.25-20 SCREWS—NOT SUPPLIED.
SEE NOTE (2).

CHASSIS SECTION.

SLIDE DOES NOT DISCONNECT

i DO NOT REMOVE.
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DO NOT REMOVE SCREW AT REAR
OF STATIONARY SECTION.
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.28 DIAMETER HOLE.

MOUNTING PLATE (MP) OPTION.
(ALLOWS STATIONARY SECTION TO BE
SECURED FROM TOP SIDE OF SLIDE.)
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D-1050/D-1054 MOUNTING

(CC5600 SERIES SLIDES)

GENERAL
DEVICES

Electronic Hardware
Manufacturers

CHASSIS TRAK"® Telescoping Slides
www.generaldevices.com

If you have questions please call 317-897-7000
or send e-mail to sales@generaldevices.com



